
Wheeled Impact Crushers

1012S
The Tesab 1012S is a Wheeled, Large Impact Crusher designed to 
accept a Large Feed Size while also producing a Consistent, High 
Quality End Product at a Low Cost per Ton.

As this is the wheeled version of the 1012T it also features a heavy duty 
feed hopper and integrated grizzly, along with side dirt belt as standard. 

Suited for both primary and secondary applications with the option of a 
pre-screen, the 1012S also offers an electric drive option.

1012S Primary/Secondary Crusher

Performance Specification
Production

Rate

250+
TPH*

Max Feed 
Size

500mm
(20”)*

Reduction
Ratio

Up to
20:1

Engine
Size

vCAT C9
(Tier 3/Tier 4)

Pre
Screen

Optional

* Depending on material density and set-up

Dimension Specification

Height

4240mm 
(13' 11”)

Width

3200mm
(10' 6”)

Length

12,320mm
(40' 5”)

Width

2850mm
(9' 4”)

Length

15,000mm
(49' 2’’)

Transport Dimensions Working Dimensions
Weight (Est.)

35,500 Kgs
(78,264 lbs)

Features & Benefits

     •      Up to 250+ tonnes per hour Production Rate

     •      2 Deck Independent Pre-Screen available as an Option

     •      Suitable for both Primary & Secondary Applications 

     •     Innovative Design for Fast Setup and Easy Transportation 
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*Electric Drive Option

Find out more at:   www.tesab.com    Tel: +44 (0)28 82 252 781

Engineered for Power, Built to Last

*Pre-Screen Option Available.

www.terra-agregate.ro    +0745 101 841


